
HIGH TEMPERATURE
HOT WATER BOILERS

SMARTER BY DESIGN
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Refer to Website for downloadable submittal drawings.
Note: Efficiencies listed are actual and are not based upon HHV reporting methods.
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E - LENGTH WITH BURNER (INCH)

J - UPPER DRUM, OD, NPS (INCH)

A - LENGTH OF BASE (INCH)

B - OVERALL HEIGHT (INCH)

C - WIDTH OF BASE (INCH)

F - CENTER OF LOWER DRUM TO BOTTOM (INCH)

G - CENTER OF BURNER OPENING TO BOTTOM (INCH)

H - INLET / OULET FLANGE (INCH)*

D - OVERALL LENGTH (INCH)

OUTPUT CAPACITY (MBH)

OPERATING EFFICIENCY (%)**

K - LOWER DRUM, OD, NPS

L - FLOW GAS OUTLET, ID (INCH)

BOILER HORSE POWER (BHP)

SHIPPING WEIGHT (LBS)

OPERATING WEIGHT (LBS)

INPUT CAPACITY (MBH)

WATER CONTENT (U.S GAL.)
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*Note: Class 300 Flanges up to 300 PSIG. For designs above 300 PSIG Flanges shall be Class 600.
**Based upon 350  F supply water temperature.



CRITICAL USE FACILITY CLIENTS - HTHW BOILERS

• Frankfort Central Utility Plant - Kentucky

• Great Lakes Naval Training Facility - Illinois 

• Caesars Palace Hotel and Casino - Las Vegas, NV

• Louisiana State University - Louisiana

• Kettering Medical Center - Ohio

ASME Code Section I High Temp. Hot Water (I)

Maximum allowable working press. (PSIG)

Maximum allowable working Temp. (°F)

ORDER NO. PROCEDURE: 4500WGF - I - 250 /350

I 250 350

25 YEAR Thermal Shock Warranty | Gauges/LWCO
| Relief Valves | Solid State Controls | Bas InterfaceSTANDARD EQUIPENT


